
 The leader in door opening solution

 www.acssolution.cz

: Freecode function – new code for every use.
: Automatic deletion of code after opening.
: Scramble function – automatic “shuffling” of dials after use. 
: Ergonomic 90° rotary knob.
: Clear lock status indicator.
: Emergency opening with service key (automatic code reset). 
: Slim design – suitable even for narrow spaces.
: Low operating costs (no batteries, no key management).
: Universal mounting in wood, HPL, glass and metal.
: Right and left versions.
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TECHNICAL SPECIFICATIONS
Lock type: Mechanical code lock (freecode)
Number of code digits: 4
Reset code: Automatically after opening
Emergency opening: Service key (automatic reset)
Control:    90° ergonimic turn knob + programming switch
Material thickness: 0.8 – 21 mm (wood, HPL, glass, metal)
Standard colors: Black, white, bílá, chrome matt
Power supply:
Assembly:
Locking direction:

Without battery
Uniform milling/stamping pattern (87.5 × 29.5 mm, R4) 
Right and left (always towards the counterpart)

ACS  LN  DIAL  LOCK
Mechanical  code  lock   with  Freecode  function

ACS LN Dial Lock with Freecode is a modern mechanical lock 
designed for temporary users. 

It allows you to set your own 4-digit code for each use, which 
is automatically deleted after unlocking.With its compact design 
and universal mounting, it is an ideal solution for lockers, 
public spaces and flexible storage systems.

It does not require batteries or key management, which 
reduces operating costs. Intuitive operation and easy 
installation in materials from 0.8 to 21 mm.
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